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1. 电缆名称(Name of cable):     单声道唛克风线(Microphone  Cable) 

2. 型号规格(P/O NO):          KAB0606     

3.  电缆结构(Design of cable): 

3.1 导体(Inner conductor):       20/0.12±0.003mm 无氧铜丝(Copper wire)  

3.2 绝缘(Insulation):             聚氯已烯绝缘 (Insulation of PVC) 

3.3 绝缘外径(Size of Insulation):  Ø2.0±0.1mm 

3.4 填充（Filler）:              棉纱(Cotton) 

3.5 屏蔽(Screening):            50/0.12±0.003mm 铜丝(Copper wire) 

3.7 护套(Jacket):          70℃聚氯已烯弹性护套料(Polyvinylchlorde  flexibility PVC ) 

3.8 护套外径(Size of jacket):     Ø6.2±0.2mm 

3.9 护套厚度(Wall thickness):    ≈1.9mm 

3.10 护套颜色(Color of jacket):   黑色(Black) 

3.11 印字(Printing):             按合同要求(By request bargain) 

4. 20℃时的电气性能(Electric data): 

4.1导体电阻(Conductor resistance):       ≤96.0 Ω/KM 

4.2绝缘电阻 (Insulation  resistance):    ≥5000M Ω*KM 

4.3耐压试验(Testing voltage):  线/屏蔽 50Hz 1Min (wire/screening 50Hz1min)=0.8KV 

5.其他要求(Other requirement): 

5.1 允许温度(Permissible temperature): -15℃-----70℃ 

5.2 包装(Packing):                  100M/Plastic Spool 

5.3 产品验收标准(Test standard):     本技术规格书(This Technical Data Sheet) 
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